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Water Vapor 5/a-P
Order no. 6728531

General data
Use with Aerotest SimultanTest CO2

Measuring range: 	 5 to 200 mg/m3

Test volume:  	 50 L
Flow rate: 	 2 L / 4 L/min 
Measuring time:	 approx. 25 min / 12.5 min
Standard deviation: 	 ± 15 to 20 % / +25 %
Color change: 	 yellow � reddish brown
 
Permissible ambient conditions
Temperature: 	 0 to 40 °C
Pressure: 	 Only use for expanded gases
 
Reaction principle
H2O + SeO2 + H2SO4 � reddish brown reaction product
 
Cross-sensitivity
Alcohols and unsaturated hydrocarbons at high concentrations can 
cause diffuse discoloration of the indicating layer.
 
Measuring range extension
The following evaluation applies for other volumes: 
 
	 Value read:  		        5   10   30   50   70  100    150  200   
				   mg H2O/m3

25 L Vol. 12.5 min:  10   20   70  110  160  220   340  450   
				   mg H2O/m3

	  100 L Vol.:  	 	       2    	 4   12   20   28   40     60    80   
				   mg H2O/m3

i.e., for a test volume of 25 L, the value read off the scale of 50 mg 
H2O/m3 corresponds to a measured value of 110  mg H2O/m3. 

Relative standard deviation:	 ± 25 to 30 % (	 25 L)
	 ± 20 to 25 % (	 100 L)
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