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Carbon Monoxide 2/a
Order no. 6733051

ST
-6

4-
20

01

General data
Measuring range: 	 �2 to 60 ppm	 / 25 to 300 ppm
Number of strokes n: 	 10	 / 2
Measuring time: 	 approx. 4 min	 / 50 s
Standard deviation: 	 ± 10 % to 15 %
Color change: 	� white � brownish pink-green
 
Permissible ambient conditions
Temperature: 	 0 to 50 °C
Humidity: 	 2 to 20 mg/L
 
Reaction principle
              
5 CO + I2O5    I2 + 5 CO2

 
Cross-sensitivity
The following have no effect on the reading of 10 ppm CO:
100 ppm hydrogen sulfide, 
50 ppm sulfur dioxide,
15 ppm nitrogen dioxide,
10 ppm CO + 200 ppm octane: reading approx. 30 ppm,
10 ppm CO + 40 ppm butadiene: reading approx. 15 ppm,
10 ppm CO + 30 (100) ppm benzene:
reading approx. 15 (20 - 30) ppm,
10 ppm CO + 40 ppm chloroform: reading approx. 60 ppm,
10 (60) ppm acetylene: reading approx. 5 (15) ppm.
Adding a carbon attachment tube (CH 24101) upstream allows 
10 ppm CO to be measured even in the presence of 10000 ppm 
n-octane.
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