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General data
Measuring range: 	 5 to 30 ppm 	 / 0.5 to 5 ppm
Number of strokes n:  	 1 	 / 5
Measuring time: 	 approx. 30 s 	 / approx. 2.5 min
Standard deviation: 	 ± 15 to 20 %
Color change: 	 white � purple
 
Permissible ambient conditions
Temperature: 	 10 to 30 °C
Humidity: 	 max. 20 mg H2O/L
 
Reaction principle
a) CH2=CHCl + CrVI � Cl2 
b) Cl2 + dimethylnaphtidin � purple reaction product
 
Cross-sensitivity
100  ppm hydrogen chloride, 20  ppm chlorine, 10  ppm carbon 
tetrachloride, 10 ppm chloroform, or 5 ppm perchloroethylene are 
not indicated.
Trichloroethylene and chlorobenzene are indicated with a lower 
sensitivity (5 ppm = reading of approx. 1.5 ppm).
1,1-dichloroethene is indicated with approximately the same sensi-
tivity.
Part of the oxidation layer is consumed under the influence of 
vapors of organic solvents, resulting in a correspondingly lower 
reading. Examples:
5 ppm vinyl chloride + 100 ppm butadiene or 5 ppm vinyl chloride + 
10 ppm ethylene give a reading of 0.5 ppm vinyl chloride.
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