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Drager

DRAGER - ALCOHOL TESTERS - SCREENING DEVICE

Alcotest 5000

I Technical data

BRAND

MODEL

SENSOR

TEMPERATURE RANGE
PASSIVE TEST
MOUTHPIECE

RESULT TIME

MEMORY / PRINTER
CALIBRATION INTERVAL
BATTERY

OPERATING TEMPERATURE

COMPATIBLE ITEMS

[ Certificates

OTHER

Drager Alcotest 5000 is a professional non-contact
screening device that shows a yes/no alcohol result. It uses
an exchangeable blowing funnel instead of a mouthpiece,
tests up to 12 people per minute and also supports passive
testing. One set of batteries covers more than 5,000 tests.

01 Yes/no result: "V" no alcohol, "X" alcohol detected

02 Up to 12 tests per minute

03 No mouthpiece; exchangeable blowing funnel

04  Passive testing (ambient air, drinks)

05 Electrochemical fuel-cell sensor, IP54

Drager

Alcotest 5000
Electrochemical (fuel cell)
up to 2,5 mg/I

Yes

Drager Alcotest blow funnel
3 to 25 seconds

500 tests

24 months

3xAA-LR6 / 3x NiMH
-15-50 °C

Alcotest® 5000 blaastrechter

CE marking
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