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Standard Demand Flow Regulator
Product code: ODFR-C10-AER   ·   Series: 2000 series

Standard demand flow calibration regulator for gas 
detection instruments and analyzers that draw gas with a 
pump. It controls the gas flow to the instrument pump, 
reducing calibration gas consumption.

01 Demand flow control for pump-drawn gas detection 
instruments

02 No flow meter required; simplifies calibration training

03 Stainless steel or nickel-plated brass body options

04 C10 and NPT inlet connection options

Technical data

BRAND SGI

MODEL Standard Demand Flow Regulator

INLET CONNECTION C10 connection; NPT connection

GAUGE Yes

HOUSING stainless steel or nickel-plated brass

Variants

CODE FEATURE

ODFR-C10-AER Brass · 20 Bar (290 Psi) · 0-35 Bar (0-500 Psi) · 0 to 3" water column · Vaccuum · 7/16" x 28 UNF 2B 
Aerosol · 4.8mm (3/16”) Barb

ODFR-CGA600-BR Brass · 35 Bar (500 Psi) · 0-35 Bar (0-500 Psi) · 0 to 3" water column · Vaccuum · CGA 600 · 4.8mm 
(3/16”) Barb

ODFR-HP-BR Brass · 200 Bar (2900 Psi) · 0-200 Bar (0-2900 Psi) · 0 to 3" water column · Vaccuum · 1/4" NPT - 
Female · 4.8mm (3/16”) Barb

ODFR-HP-SS Stainless Steel · 200 Bar (2900 Psi) · 0-200 Bar (0-2900 Psi) · 0 to 3" water column · Vaccuum · 1/4" 
NPT - Female · 4.8mm (3/16”) Barb

ODFR-C10-SS Stainless Steel · 70 Bar (1000 Psi) · 0-70 Bar (0-1000 Psi) · 0 to 3" water column · Vaccuum · 5/8" x 
18 - UNF C-10 Connection · 4.8mm (3/16”) Barb
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SGI Standard Demand Flow Regulator

CODE FEATURE

ODFR-C10-BR Brass · 70 Bar (1000 Psi) · 0-70 Bar (0-1000 Psi) · 0 to 3" water column · Vaccuum · 5/8" x 18 - UNF 
C-10 Connection · 4.8mm (3/16”) Barb
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