Vertex|Safety

Drager

DRAGER - FIXED GAS DETECTION - GAS TRANSMITTER

Polytron 5200 CAT

Series: Polytron 5000

I Technical data
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HOUSING
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Drager Polytron 5200 CAT is a gas transmitter that detects
flammable gases and vapours with a catalytic DragerSensor

03 SIL 2 (IEC61508-2)

Ex. Its 3-wire 4-20 mA analogue output connects to most
control systems, with relays on request. SIL 2, IP65/66/67
protection and operation from -40 °C to 80 °C; ATEX, IECEX,
UL, CSA, GOST (EAC) and performance approved.

01 Catalytic DragerSensor Ex for flammable gases and vapours,
including methane, hydrogen and ammonia

02  3-wire 4-20 mA analogue output; relays on request

04  Operation from -40 °C to 80 °C, IP65/66/67

05  ATEX, IECEx, UL, CSA, GOST (EAC) and performance approval

Drager

Polytron 5200 CAT
Ex/LEL-NH3-H2-CH4
Catalytic

4-20 mA - Relay

yes

SIL 2

IP65/66/67

-40-80 °C

10 to 30V, 3-wire

Epoxy coated copper-free aluminum or stainless steel SS 316L

ATEX, IECEX, UL, CSA, CE marking, GOST (EAC), Performance approval

28x15x13 cm (H x W x D)

8.82 b (4 kg)

Technical values are based on manufacturer publications. Prepared on: 15/10/2026
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COMPATIBLE ITEMS DragerSensor PR NPT DQ - Sensor Head Polytron SE Ex HT M DQ - Sensor Head
Polytron SE Ex LC M1 DD - Sensor Head Polytron SE Ex LC M2 DD - Sensor Head
Polytron SE Ex PR M1 DQ 5000/8000 - Sensor Head Polytron SE Ex PR M2 DQ

[ Standards

STANDARD PERFORMANCE

IEC 61508-2 SIL2

[ Certificates

ATEX ATEX

IECEX IECEX

OTHER UL

OTHER CSA

OTHER CE marking

OTHER GOST (EAC)

OTHER Performance approval
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