
G M I  ·  P O R TA B L E  G A S  D E T E C T I O N  ·  M U LT I - G A S  ( P E R S O N A L )

GT-Fire
Series: GT-Fire

Technical data

BRAND GMI

MODEL GT-Fire

GASES Ex / LEL · O2 · CO · H2S · CH4

SAMPLING Internal pump

IP RATING IP54

BATTERY Alkaline / replaceable

RUNTIME 8 h

OTHER APPROVALS UL 913 Class I, Div 1 Groups C, D

DIMENSIONS 290 x 95 x 43 mm

WEIGHT 780 g

Per-gas measurement

GAS UNIT MEASURING RANGE CONFIGURATION SENSOR RESOLUTION

CH4 ppm 0 - 10 000 ppm standard Semiconductor 1 ppm

Ex / LEL % LEL 0 - 100 % LEL standard Catalytic 1 %
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GMI GT-Fire

GAS UNIT MEASURING RANGE CONFIGURATION SENSOR RESOLUTION

O2 % 0 - 25 % optional Electrochemical 0.1 %

CO ppm 0 - 2000 ppm optional Electrochemical 1 ppm

H2S ppm 0 - 100 ppm optional Electrochemical 1 ppm

Certificates

UL 913 UL 913

ATEX ATEX

IECEX IECEx
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