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DIAMOND VI Peak Up Safety Helmet
Product code: DIAM0Y105   ·   Series: DIAMOND VI UP

Delta Plus DIAMOND VI Peak Up industrial helmet; ABS 
shell, standard peak, non-vented, wheel ratchet, 4-point 
jugular; EN 397 and EN 50365 Class 0 declared.

01 EN 397 and EN 50365 Class 0

02 4-point jugular

03 ABS shell

Technical data

BRAND Delta Plus

MODEL DIAMOND VI Peak Up Safety Helmet

EN 397 OPTIONAL -30 °C · MM (molten metal) · LD (lateral deformation) · 440 Vac

ELECTRICAL INSULATION EN 50365 Class 0 (1000 V)

PEAK Standard

VENTILATION Non-ventilated

HARNESS POINTS 8

ADJUSTMENT Ratchet wheel

CHIN STRAP 4-point

HEAD SIZE 53–64 cm

SHELL MATERIAL ABS

WEIGHT 367 g

SERVICE LIFE 84 months from manufacturing; 48 months from first use

Vertex Safety Türkiye  ·  Tuzla, Istanbul  ·  Tel +90 216 232 20 00  ·  www.vertexsafety.com Page 1 / 2
Technical values are based on manufacturer publications. Prepared on: 17/10/2026



Delta Plus DIAMOND VI Peak Up Safety Helmet

Standards

STANDARD EDITION PERFORMANCE

EN 397 2012 MM LD -30°C 440VAC

EN 50365 — Class 0

Variants

CODE FEATURE

DIAM0Y105 none · wheel
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