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CPS 7900
Product code: R29500   ·   Series: CPS

The Dräger CPS 7900 is a reusable, gas-tight protective suit 
for protection against industrial chemicals, biological 
agents and other toxic substances. It is made of D-mex, 
carries the SCBA inside the suit, and comes in five sizes 
from S to XXL.

01 Gas-tight, reusable construction

02 D-mex material

03 SCBA worn inside the suit

04 Five sizes from S to XXL; blue and orange

05 Approved to EN 943, EN 14126, EN 14593 and SOLAS

Technical data

BRAND Dräger

MODEL CPS 7900

REUSE Reusable

OUTER FABRIC D-mex

REFLECTIVE TAPE Reflective stripes

ENTRY Zipper: closes at top or bottom

INTEGRATED GLOVES / BOOTS Integrated safety boots EU 43 to EU 50; gloves and gas-tight socks

SCBA POSITION Inside the suit

SIZES S - XXL

COLOUR Blue, Orange

CARE Maintenance intervals: five years without servicing and every two years thereafter
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Dräger CPS 7900

Layers

LAYER MATERIAL

inside and outside elastomer layer

inside and outside barrier layer resistant to chemicals

middle support fabric

Permeation list

TIME CHEMICAL

>480 min Acetone

>480 min Ethyl acetate

>1,440 min Sarin (GB)

>480 min Acetonitrile

>480 min Ethylene oxide

>480 min Sodium hydroxide 40%

>480 min Ammonia

>480 min Hydrogen chloride

>1,440 min Soman (GD)

>480 min 1,3-Butadiene

>480 min Lewisite (L)

>480 min Sulfuric acid 96%

>480 min Carbon disulfide

>480 min Methanol

>480 min Tetrachlorethylene

>480 min Chlorine

>480 min Methyl chloride

>480 min Tetrahydrofuran

>480 min Dichloromethane

>1,440 min Mustard gas (HD)

>480 min Toluene

>480 min Diethylamine

>480 min n-Heptane

>1,440 min VX
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Dräger CPS 7900

Standards

STANDARD PERFORMANCE

EN 943-1 —

EN 943-2 ET

EN 1073-1 —

EN 1073-2 —

EN 14126 —

EN 14593-1 —

EN 14594 —

ISO 16602 —

EN ISO 13688 —

BS 8467 —

Certificates

OTHER SOLAS

OTHER PPE Regulation (EU) 2016/425

Variants

CODE FEATURE

R29500 Blue or orange colour

R29450 Olive colour

Areas of use
Chemical
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